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DYNAMIC CONSTRUCTION

ASTRO-STONE Souurions

COLOUR SKIM COAT

DESCRIPTION

ASTRO-STONE is a skimcoat stone like texture. It can be sprayed on or trowelled on to
achieve texture finish.

PRODUCT BENEFITS

e Dust collection resistance
e Weather resistant

e Easy to maintain

e Multicolor texture

e Easy application

SURFACE PREP.
Concrete surfdée m of oil, dust. Crack or any pinholes of the
APPLICATION

a)  Apply one coat of ASTRO-PRIMER onto pre-surface.

b)  Apply ASTRO-STONE onto prime surface.

c)  Apply two coats of ASTRO-SEALER as topcoats.

METHOD OF APPLICATION

ASTRO-STONE can be apply either by trowel or spray finish.

To achieve single tone, trowel finish can be applied. For single, two or three tone, apply with
spray finish.

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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COVERAGE

ASTRO-STONE fine 2 - 3 kg/m?

ASTRO-STONE medium 3 - 4 kg/m?
ASTRO-STONE coarse 4 -5 kg/m?

PACKING

25kg/pail

TECHNICAL DATA
Acrylic Binder
PH=8

Density = 1.6kg/litre

Agent:

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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