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DURABUILT TECHNOLOGY SDN. BHD. (60032-v) § S
DYNAMIC CONSTRUCTION
SoLuTioNs
CRACK RESISTANT PRIMER
DESCRIPTION
DURACOAT crack resistant primer is based on a full acrylic- polymer emulsion especially

designed for use in good elongation for walla and roof top primer for crack resistant.
USES

DURACOAT crack resistant primer is more suitable to bridge, concrete wall surface, roof
terraces cardcks ground floor balconies precast panels and cement sand plaster surface.

BENEFITS

° Readily applied direct from can

> Cracking resistant
2 Water/Vapour-proof
. Prevents moistu

APPLICATION

DURACOAT crack resistant primer for water vapourproofing and crack resistant to be
applied in two or three coats it can be applied either by mohair or airledss spray.

CURING TIME
Minimum 24 Hours

RECOAT TIME
After 24 Hours

COVERAGE RATE
8m?/kg/coat

PACKING
6kg can or

20kg pail

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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PERFORMANCE AT BREAK
Tensile strength (max psi)
AT 76°F 425

AT O°F 1800

% ELONGATION AT BREAK
AT 76°F 800

AT O0°F 140

Agent:

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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