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DYNAMIC CONSTRUCTION

SUPERSEAL E200M Souunons

EPOXY FLOOR SCREED

DESCRIPTION

SUPERSEAL E200M is an-situ applied epoxy resin base floor screed designed for use at a
minimum thickness of 3 mm. SUPERSEAL E200M consists of graded quartz aggregate
together with epoxy resin binder.

The full system comprises:-

SUPERSEAL E200 PRIMER epoxy A and B.
SUPERSEAL E200M epoxy resin binder A and B.
SUPERSEAL E200M quartz aggregate.

USES
SUPERSEAL E200M is most suitable for heavy duty old and new factory floors. Such as
palm oil mills, chemical laboratories and plants, hospitals, food and meat processing plants,

physical traffic and chemical aggressive environment.

BENEFITS

High compressive strength
Abrasion and impact resistance
Chemical resistance

Dust free and non slip floor
Durable

Easy to keep clean

PHYSICAL PROPERTIES

PREPARATION

SUPERSEAL E200M should be applied to good quality concrete surface, which is over 28
days old with damp proof membrane below the slab.

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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SURFACE PREPARATION

The areas to receive SUPERSEAL E200M epoxy resin base floor finish should be clean and
all cement laitance, dust and oil must be removed either by method of acid etching or
grinding.

MIXING

1. Pour SUPERSEAL E200M quartz aggregate into the mixer.

2. SUPERSEAL E200M epoxy resin A and B mix together and pour slowly into the mixer.

APPLICATION
Apply SUPERSEAL E200 Primer to the prepared concrete surface with brush or roller.
Just as soon as the Primer still tacky pour SUPERSEAL E200M onto the Primed surface.

Spread the compound with a steel trowel to the de51red thickness. Mechanical power
trowelling to be used when necessary.

PACKING

STORAGE

SUPERSEAL E200M has at least 12 months of shelf life if stored in a cool and dry place.
POTLIFE

30 minutes (30°C)

Agent:

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the
conditions of use are beyond our control we disclaim any liability, including for patent infringement, incurred in connection with the use of these
product, data or suggestions.
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